











Cable Railing Installation Steps - Inside Post Mount Kit to Angle Tension Kit
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e Insert the Threaded Crimp Fitting into the /16" hole on ¢ Slide the protective Neoprene Sleeve onto the cable
the inside face of the post near the post you are working on

e Then, insert the Tension Receiver into the 12" hole on the e Firmly grasp the sleeve with pliers and use the supplied
outside face of the post %2" Allen wrench to tighten the Tension Receiver only

¢ Meet both in the middle of the post and thread the snug enough to hold in place

Tension Receiver onto the Crimp Fitting four full turns

Congratulations!
You're done.

We’d love to see your work! Snap a few pics with your
phone and send them to pictures@viewrail.com.
Thanks for choosing Viewrail. Enjoy your new installation!
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e Remove the plastic cover on the Adhesive Sleeve and
firmly press the sleeve against the %" holes on the run

e After all the cable runs are done and the Adhesive
Sleeves are placed, use the Allen wrench to tighten
the remaining side of the cable run in sequence

¢ Holding the cable with the pliers & neoprene sleeve,
tighten until the cable is taut and then turn the Tension
Receiver another half turn

© 2021 VIEWRAIL All Rights Reserved - (866) 261-8013 - viewrail.com - For Helpful Tutorials go to www.youtube.com/viewrall 20
Cable Railing Installation Instructions /17 Modified: 09/14/2021



ys

=V= Cable Post Hardware Identification & Quantities Chart

VIEWRAIL
A Post Threaded Crimps Tension Receivers Insert Sleeves
36" Qty 10 Qty 10 Qty 10 |
39" Qty 11 Qty 11 Qty 11 /4 /
42" Qty 12 Qty 12 Qty 12
A-2 Post e e Threagt%% E;]rimp Tension Receiver  Steel Insert Sleeve  Adhesive Sleeve
36" Qty 20 - -
39" Qty 22 - -
42" Qty 24 - -
A-5 Post No Hardware Needed
All Post Heights - - - Angle Washer ~ Termination Washer ~ Cable Stop
B Down Post Threaded Crimps Tension Receivers  Angle Washers
36" Qty 10 Qty 10 Qty 10
39" Qty 11 Qty 11 Qty 11 &
42" Qty 12 Qty 12 Qty 12 M
B Up Post Threaded Crimps Tension Receivers Angle Washers ‘
36" Qty 10 Qty 10 Qty 10
39" Qty 11 Qty 11 Qty 11
42" Qty 12 Qty 12 Qty 12
B-5 Adhesive Sleeves %
% Qty 20 - - Post-Side Handrail Bracket
39" Qty 22 - -
40" Qty o4 ) ) Images shown here are not to scale | Not all orders will have all hardware shown
C Post Threaded Crimps Tension Receivers Insert Sleeves Termination Washers Adhesive Sleeves Cable Stops
36" Qty 10 Qty 10 Qty 10 Qty 10 Qty 10 Qty 10
39" Qty 11 Qty 11 Qty 11 Qty 11 Qty 11 Qty 11
42" Qty 12 Qty 12 Qty 12 Qty 12 Qty 12 Qty 12
D Post Post-Side Handrail Bracket = Threaded Crimps Tension Receivers Insert Sleeves Adhesive Sleeves Angle Washers
36" Qty 1 Qty 20 Qty 20 Qty 10 Qty 10 Qty 10
39" Qty 1 Qty 22 Qty 22 Qty 11 Qty 11 Qty 11
42" Qty 1 Qty 24 Qty 24 Qty 12 Qty 12 Qty 12

Images shown here are not to scale | Not all orders will have all hardware shown
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PAOION P

Threaded Crimp Tension Receiver  Steel Insert Sleeve  Adhesive Sleeve Angle Washer Termination \Washer Cable Stop Post-Side Handrall
Fitting Bracket
Images shown here are not to scale | Not all orders will have all hardware shown

G Post Post-Side Handrail Bracket Adhesive Sleeves
36" Qty 1 Qty 20 - - -
39" Qty 1 Qty 22 - - -
42" Qty 1 Qty 24 - - -

H Post Post-Side Handrail Bracket Adhesive Sleeves Cable Stops Termination Washers
39" Qty 1 Qty 21 Qty 1 Qty 1 -
42" Qty 1 Qty 22 Qty 2 Qty 2 -

| Post Post-Side Handrail Bracket Threaded Crimps Tension Receivers Insert Sleeves Adhesive Sleeves  Angle Washers
39" Qty 1 Qty 21 Qty 21 Qty 11 Qty 10 Qty 10
42" Qty 1 Qty 22 Qty 22 Qty 12 Qty 10 Qty 10

J Down Post Termination Washers Cable Stops Adhesive Sleeves
36" Qty 10 Qty 10 Qty 10 - -
39" Qty 11 Qty 11 Qty 11 - -
42" Qty 12 Qty 12 Qty 12 - -

J Up Post Termination Washers Cable Stops Adhesive Sleeves
36" Qty 10 Qty 10 Qty 10 - -
39" Qty 11 Qty 11 Qty 11 - -
42" Qty 12 Qty 12 Qty 12 - -

R Post Termination Washers Cable Stops Adhesive Sleeves
36" Qty 10 Qty 10 Qty 10 - -
39" Qty 11 Qty 11 Qty 11 - -
42" Qty 12 Qty 12 Qty 12 - -

S Post No Hardware Needed

All Post Heights
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