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•  Using 2�)���À���Q�L�V�K���S�L�Q�V�����S�L�Q���W�K�H���I�R�X�U���F�R�U�Q�H�U�V���L�Q�W�R���W�K�H��
substructure. This will help secure the tread while the 
adhesive cures

�‡�����3�X�W�W�\���D�Q�G���À���Q�L�V�K���D�V���Q�H�H�G�H�G�����L�I ���G�H�V�L�U�H�G

•  Repeat the fastening process for every step

•  Make sure the surface you will be mounting the tread 
on is free from dust or debris

•  Put the replacement tread on the prepared mounting 
�V�X�U�I�D�F�H���D�Q�G���S�X�V�K���À���U�P�O�\���L�Q�W�R���S�O�D�F�H

•  Make sure the underside of  the tread you will be 
mounting is free from dust or debris

•  Using construction adhesive, snake a line across the 
length of  the tread underside

•  Take a measurement of  the tread size needed

•  Mark and cut the replacement tread to match

•  Individually measure each surface before cutting the 
next tread

�‡�����'�U�\���À���W���\�R�X�U���F�X�W���W�U�H�D�G�V���L�Q�W�R���S�O�D�F�H���W�R���P�D�N�H���V�X�U�H���L�W���L�V���D��
�W�L�J�K�W���À���W�����$�G�M�X�V�W���L�I ���Q�H�H�G�H�G
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Replacement Tread Installation Steps (Continued)
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We’d love to see your work! Snap a few pics with your phone and send them to pictures@stairsupplies.com 
Thank you for choosing StairSupplies. Enjoy your new installation!

Congratulations!
You’re done. 


